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Cold Weather Foil Tape

Product Description
Novia® Cold Weather Foil Tape is high strength
single-sided 30 micron aluminium foil tape. The cold
weather solvent acrylic adhesive creates a tape that
can be used for applications down to -20°C

Novia® Cold Weather Foil Tape should be used in
AVCL and DPM applications as an edge and lap
sealing tape in conjunction with the Novia® Double
Sided Butyl sealing tape. For the best results for
airtightness and prevention of interstitial
condensation, Novia advises the use of both lap and
butyl tapes on all AVCL and DPM installations.

Value Units

Roll Width 48 / 72 / 96 Mm

Roll Length 45 M

Roll Weight 0.45 / 0.65 / 0.85 Kg

Backing Thickness 30 Micron

Total Thickness 70 Micron

Tensile Strength 45 N/25mm

Elongation 3 %

Service Temperature -35 to +120 °C

Application Temperature -20 to +40 °C

Please note: The above technical information is given as a guide and is based on recent test data obtained under laboratory conditions. Materials should be fully
tested by the end user to establish suitability of the product for the intended application. Aug 2022

Premier Sealant Systems Ltd. 

T 01724 864 100  |  E sales@sealprem.com  |  www.sealprem.com 
Mercia Way, Foxhills Industrial Park, Scunthorpe, DN15 8RE 

Registered Office: 19 Titan Court, Luton, LU4 8LL | Registered in Cardiff No. 3000843


